
EXFO's Collimating Lens Adapters couple to standard EXFO liquid
filled light guides to reduce the divergence of light, providing a more
uniform beam at longer working distances

Collimating Lens Adapter

This optical accessory is ideal for applications including:

Constricted Locations

Uniform Field of Light



EXFO is certified ISO 9001 and attests to the quality of these products. This device complies with Part 15 of the FCC rules. Operation is subject
to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must accept amy interference received,
including interference that may cause undesired operation. EXFO has made every effort to ensure that the information cantained in this
specification sheet is accurate. However we accept no responsibility for any errors or omissions, and we reserve the right to modify design,
characteristics and products at any time without obligation. Units of measurement in this document conform to SI standards and practices.
Contact EXFO for prices and availablity or to obtain the phone number of your local EXFO distributor.
For the most recent version of this spec sheet, please go to the EXFO website at http://www.exfo.com/support/techdocs.asp
In case of discrepancy, the Web version takes precedence over any printed literature.
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Specifications

Throughput: Over 80% of the output of a single liquid filled light guide
Uniformity: +/- 15% over the spot diameter
Divergence:14˚ with 5mm liquid light guide

All dimensions are shown in inches and millimeters. Dimensions relate to the standard EXFO Collimating
Lens Adapters and are for the purpose of providing fixturing and clearance details.

Customised solutions are available upon request
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